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PLATFORM TRUCK PE 15 AC

This compact, easy-to-drive and stout platform truck, with standard
power steering, is the ideal solution for transport in narrow areas.
“Pick-up” version is the basic one with pre-pierced loading side-
members ready to be completed with different equipments. Platform
in various dimensions, both in smooth or chequered steel plate and
in resin-hbonded phenolic multiply wood are available with or without
sideboards. Customised equipments can be realised following
dedicated specifications.

It is equipped with elastic suspensions — the front axle being steel
rubberised helical springs and rear axle with hali-elliptic springs.
Complete instrumentation: circuit lock key, hour counter, battery
charge indicator, check control for immediate detection of any fault or
breakdown, lights switch, turn indicators, power steering motor brush
wear pilot light, DC/DC converter malfunction warning light (optional:
electrolyte level gauge — Level Check]

Lights complete, automobile type.

Secondary circuit, 24 V, from battery with DC/DC converter.

The PE 15 AC is available both in the basic version, as well as with an
open cabin, equipped with glasses to approved standards and
electrically operated wipers, for bad weather protection. 2 steel doors
with sliding windows or a perimetrical plastic protection can
increase operators’ comfort.

Towing hook upon request (optional).

Front axle: mounted on swinging arm, with rubber support, elastically
attached to the frame by steel rubberised helical springs.

Rear axle: forms a unit with the motor/drive, elastically attached to the
frame by means of hali-elliptic springs.

AC motor, brushless, closed execution with external wventilation
system. Equipped with an encoder, a thermal sound and an electro-
magnetic brake with manual unlock device.

Speed control through a three-phase microprocessor inverter with
regenerative braking. Programmer interface (not delivered with the
unit).

“Man on board” device, with pedal or, on request, under seat.
Service brake with brake pedal and deuble pump casing, acting on all
4 wheels with expansion-type braking blocks.

Electric braking, preset, operating automatically when accelerator
pedal is released, with brake pedal’s first stroke, and on reversing
direction.

Parking and emergency brake, electro-magnetic type: the tractor is
normally braked with electronic control.

. Standard paint finish: RAL 7021/7035 grey; upon request, other
colours available (optional).

All SIMAI units are manufactured and certified in compliance with the
Machine Directive and bear the CE mark.







