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CARRYING CAPACITY Kg. 3000

PLATFORM TRUCK PE 30 AC

This compact, easy-to-drive and stout truck, with standard power
steering, is the ideal solution for transport both inside or outside on
medium/long distances. The “pick-up” loading chassis is normally
supplied with a standard steel plate and resin-bonded phenolic
multiply wood platiorm, but it is ready to be completed with different
and customised equipments. Tilting sideboards are available. PE 30 is
equipped with elastic suspensions — the front axle with air springs and
shock absorbers and rear axle with hali-elliptic springs.

Complete instrumentation: circuit lock key, hour counter, battery

charge indicator, check control for immediate detection of any fault or
breakdown, lights switch, turn indicators, handbrake warning light,
motor brush wear pilot light, DC/DC converter malfunction warning
light (optional: electrolyte level gauge — Level Check)

Lights complete, automobile type.

Secondary circuit, 24 V, from battery with DC/DC converter.

The PE 30 is available in the standard version, with open cabin for
bad weather protection, and perimetral plastic protection, double
hinge-opening, or with  fully enclosed cabin with two side doors and
rear view mirrors. Both cabins are equipped with glass windshield to
approved standards and electrically operated wipers.

Tow hook upon request.

Front axle: mounted on swinging arm, with rubber support, elastically
attached to the frame with air springs,shock absorbers and stabilizer
bar.

Rear axle: forms a unit with the motor/drive, elastically attached to the
frame by means of half-elliptic springs.

AC motor.

Speed control AC INVERTER.

“Man on board” device, with pedal or, on request, under seat.
Service brake with brake pedal and double pump casing, acting on all
4 wheels front with disks rear with iron cast brake drums.

Electric braking, preset, operating automatically when accelerator
pedal is released, with brake pedal’s first stroke, and on reversing
direction.

Handbrake and emergency brake, mechanical, lever-operated.
Standard paint finish: RAL 7021/7035 grey; upon request, other
colours available (optional).

All SIMALI trucks are manufactured and certified in compliance with
the Machine Directive and bear the CE mark.






